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TRON ACCENT: RECESSED

The Tron Accent Recessed is a recessed variant of the Tron Accent range designed to

provide the same accented foundation lit effect as the track variant.

Design Available finishes

A premium design and discrete low glare dark light source solution
developed as a complete product family with the smallest form
factor & cleanest visual design possible.

Function ’

Full Tilt (+/- 30°) adjustment across the Tron Accent product range
for use in Clothing, Home, Beauty, Food Retail and the low glare
performance even make this suitable for Office applications.

Performance

The Tron Accent delivers class leading performance in Light Quality alu >50%
and Energy Performance with CRI 80+ and CRI 90+ with efficiency

up to 100 Lumens per Watt

STANDARD SPECIFICATION STANDARD WARRANTY TERMS

Lumen Qutput 1715 lumens FOC direct replacement luminaire 5 years from supply
Colour Rendering Index CR 180+ / CRI 90+ Extended warranty options Available on request
Colour Temperature 3000K / 4000K

Luminaire Beam Angle 15°/30°/45° DIMENSIONS

Protection IP20

Colour Black /White / Grey ﬁ h

Dimmable ON/OFF, DALI 1

Driver Integral / et i

Wattage 18W - o

Lumens per Watt Input (CRI 90+) 92Lm/W

Voltage 220-240V

Performance: Values are recorded at 4000K, Maximum Output. Note: Also available in double module.
Due to our commitment to continuous technical development
please contact us for the latest performance values.
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